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WhisperPower is a unique power solutions company 
that develops, manufactures and distributes hybrid 
technology based electrical power systems. We 
combine power electronics, power storage, diesel 
power generation and power management in a smart 
and effective way. 

Background
WhisperPower is an established brand with world wide 

Most of the manufacturing process is carried out in-house in 

Multi-market strategy
We are active in a number of business fields which enables 

From light-duty to heavy-duty
We differentiate our products into two categories: our heavy-
duty range of products for non stop use, our             label, and 

Multi-market strategy



All-in-One Power Station 
1 Cylinder - 7kW

54 Mobile

Hybrid power system 7kW 
for 230V / 24V and 12V 
 

  installation time  <4 hours

Technical specifications

Mobile Cooling Principle 
Radiatorsystem for cooling - integrated inside the cabinet 

Optional: touchscreen 7 inch 
 

Power System Control 
Panel WPC-PSCP 

Panel for WhisperPower 
Generators and  
Genverter Series, 
includes extended battery 
monitoring

Optional: 
remote monitoring  

 
in-house domotica

 System 
 Command 
Powerapp

System Powerapp

Cooling radiator WPC Inverter / charger 
3.5kVA / 90A

GEL battery 
24V / 225Ah

DC Distribution

Stainless Steel 
enclosure

Genverter Diesel 
Generator 3.6kVA

Exhaust (mobile/land 
versions only)

Starter battery 12V

ALL-IN-ONE POWER STATION 
MODEL: W-GV7i PS-H
44904400

SYSTEM SPECIFICATIONS  

Generator power (running engine)

Silent power (inverter mode)

GENERATOR SPECIFICATIONS

36A

 voltage 

 current 

 frequency 

Thd nominal operation 

silent mode only

SPECIFICATIONS DIESEL ENGINE

Whisper WP1

1

300cc

Air consumption 3/min @3000rpm

fully oil cooled, by radiator

INVERTER SPECIFICATIONS

Input voltage

Standby consumption

BATTERY CHARGER SPECIFICATIONS

Temperature sensor yes, included 

MECHANICAL SPECIFICATIONS

radiator/air (mobile) or watercooling (marine)

h x b x d: 60cm x 100cm x 62cm

Dry weight

Alternator air-cooled permanent magnet

Stainless Steel or Sheet metal

Temperature range operational

Protection degree IP44, 

Relative humidity none condensing



All-in-One Power Station 
2 Cylinder - 9.5kW

76 Mobile

Inside the cabinet: 

sh
un
t

PSCP 
Power system 
control panel

Remote comm.

WPC PowerCentre 
24VDC-3500Watt / 90A

Genverter connect 
25A / 230V 

230 VAC Input 1

+
12

 V
DC

+
24

 V
DC

AGM starter battery 
12V-55Ah 

Utility
connection 230 VAC Input 2

230 VAC Output 1

230 VAC Output 2

2 pcs. GEL batteries 
Capacity 24V / 225Ah

Combined output
230V-50Hz

7kW
Main switch

300A

Battery Status Interface 
BSI 500 

16A / 230V 

Out 1

Land connect 
16A / 230V 

12
 V

DC
 –

 7
A

Silent / Inverter
output

230V-50Hz

3.5kW 230VAC

AC 
Distribution

AC 
Distribution Out 2

- Variable speed diesel generator, with
 permanent magnet alternator (PM)
- Power 3.6kVA, clean sine wave 230V-50Hz
- Automatic start/stop function on % state  
 of charge (S.O.C.) of the battery pack

12V
DC-DC Converter

Technical specifications

   
    AC & DC SYSTEM   

AL
L-I

N-ONE POWER PACK52dBA

Standard PSCP remote panel
Optional:

Hybrid power 
system 9.5kW 
for 230V / 24V and 12V 
 

ALL-IN-ONE POWER STATION 
MODEL: W-GV9.5i PS-H

SYSTEM SPECIFICATIONS  

Generator power (running engine)

Silent power (inverter mode)

GENERATOR SPECIFICATIONS

Output 

 voltage 

 current 28A

 frequency 

Thd nominal operation 

SPECIFICATIONS DIESEL ENGINE

2

Displacement

Air consumption 3/min @3000rpm

fully watercooled via radiator

INVERTER SPECIFICATIONS

Battery voltage

Standby consumption

BATTERY CHARGER SPECIFICATIONS

Temperature sensor yes, included 

MECHANICAL SPECIFICATIONS

watercooling via radiator

Dry weight

Alternator watercooled, permanent magnet

Stainless Steel or Sheet metal

Temperature range operational

Protection degree IP44, 

dBA

Relative humidity none condensing



Programmable speed diesel generators
Genverter range
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Dimensions Genverter generator, model W-GV 8 Dimensions external PMG inverter module

DDC Digital Diesel Control Panel

Article no. 40209102 

GENERAL SPECIFICATIONS

Dimensions (h × w × d) 85 × 140 × 55mm

Dimensions mounting (h × w) 63 × 113mm

Dry weight 0.2g

98 Mobile

ENGINE SPECIFICATIONS
Engine Kubota 2 cyl. Kubota 3 cyl.

Emission Regulation Tier4, EPA Tier4, EPA

Performance intermittent / SAE J1995 8.9kW @ 3600rpm / 7.6kW @ 3000rpm 12.2kW @ 3600rpm / 11kW @ 3000rpm

Performance continuous / @2°C ambiant temperature 7.8kW @ 3600rpm / 6.6kW @ 3000rpm 7.8kW @ 3600rpm / 6.6kW @ 3000rpm

Number of cylinders 2 2

Displacement 0,479l 0,719l

Bore & stroke 67 × 68mm 67 × 68mm

Air intake system Naturally aspirated Naturally aspirated

Fuel Diesel fuel oil (astm no 2.D) Diesel fuel oil (astm no 2.D)

Fuel consumption @ full load 275 g/kW/h 375 g/kW/h

Engine cooling Indirect water cooled Indirect water cooled

Starter battery 12VDC 12VDC

Alternator (output 12V) 12.5A 12.5A

Operation principle Energize to run Energize to run

Starter power requirement 0.8kW 0.8kW

Protections Oil temperature, coolant, exhaust temperature Oil temperature, coolant, exhaust temperature

Service interval oil change 150hrs (recommended) 150hrs (recommended)

Oil capacity Approx. 2.5l Approx. 3.8l

ALTERNATOR SPECIFICATIONS
Type Permanent Magnet Alternator PM Permanent Magnet Alternator PM

Model HV/SAE5, Delta, 300VAC, 400Hz, 15A HV/SAE5, Delta, 300VAC, 400Hz, 15A

Configuration 3-phase star 3-phase star

Nominal power (torque) 40Nm 40Nm

Nominal efficiency 94% 94%

Cooling Indirect water cooling Indirect water cooling 

Nominal coolant temperature 75 .. 80°C 75 .. 80°C

Bearing, coupling Single end bearing, flex plate Single end bearing, flex plate

Rotor concept Inner rotor type Inner rotor type

Number of phases 3-phase 3-phase

Insulation class H H

Max. allowed winding temperature 175°C 175°C

W-GV 8 Basic 2 Cylinder W-GV 10 Basic 3 Cylinder

Article no. 41001105 41009000

GENERAL SPECIFICATIONS
Output voltage 230V, 50Hz, 1-Phase 230V, 50Hz, 1-Phase

Output power, continuous 8kVA / 6kW 10kVA / 8kW

Output power, peak (2000msec) 12kW 16kW

Voltage THD (Total Harmonic Distortion) < 3% < 3%

Output frequency 45 .. 65Hz (nominal 50/60Hz) 45 .. 65Hz (nominal 50/60Hz)

Frequency stability < 1% < 1%

Low rpm setpoint 1800rpm 1800rpm

RPM setpoint range 2200 .. 2800rpm 2200 .. 2800rpm

Max. rpm setpoint 3200rpm 3200rpm

Dimensions (h × w × l) 599 × 544 × 649mm 599 × 544 × 721mm

Dry weight incl. sound shield 154kg 171kg

Available noise level, 7 meters 54dBA 54dBA

WP-PMG Power Inverter Module

Article no. 60201408 (standard part of supply) 

GENERAL SPECIFICATIONS
Input voltage 3 times 220 .. 350VAC 3 times 220 .. 350VAC

Input frequency 200 .. 400Hz 200 .. 400Hz

Max. input current 15A 15A

Dimensions (h × w × l) 451 × 200 × 174mm 451 × 200 × 174mm

Dimensions mounting (h × w) 472 × 100mm 472 × 100mm

Dry weight 9.9kg 9.9kg



AC System principle DC System principle

1110 Mobile

AC output - always running, no silent time DC & AC Power, with silent time

System features
Audible noise inside the vehicle will be less than 48dBA, typically

Automatic start / stop based on energy balance (DOD)

not needed

System features
2 or 3-cylinder Permanent Magnet generator with external PMG box (power module)

Excellent choice to replace traditional gensets

6 / 8kW continuous 230V power from your programmable speed generator system

Highly efficient and strong peak power

Outstanding voltage stability / pure sine wave output

Substantial fuel saving

Guaranteed smooth running

AC PowerCube
24/7000

Main output: DC Power

Programmable: 

230V / 50Hz 
or 120V / 60Hz

110-230 VAC 50-60 Hz

W-GV/2

DDC remote panel

Power Storage - Battery
24 or 48 Volt DC

Temp 
Sensor

Connection to generator

2  output

2200-2400RPM
= optimum

DDC remote panel

AC output

1800-2800RPM

WP-PMG
Power Module

Genverter Control

AC
-l

oa
d

250V

240V

230V

220V

210V

1 SEC.

AC
 V

ol
ta

ge

100%

75%

50%

25%

<5%

AC input present

Failure

Inverter
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WhisperPower All-in-One 
power stations for vehicles 

WHISPERPOWER STATION 1 CYLINDER 3.6 KWATT 230V - 50HZ
Article number Description Code 
41002000

SYSTEM BREAKDOWN

Integrated cooling radiator 

Starter battery (Optional)

WHISPERPOWER STATION 1 CYLINDER 7 KWATT 230V - 50HZ/ 24VDC
Article number Description Code 

SYSTEM BREAKDOWN

Integrated cooling radiator

Integrated exhaust

OPTIONAL

for underfloor 
installation

W-GV4 Basic,
stainless steel version

WHISPERPOWER STATION 3 CYLINDER 11.5 KWATT 230V - 50HZ, 24 VDC
Article number Description Code 

SYSTEM BREAKDOWN

Integrated cooling radiator

Integrated exhaust

OPTIONAL

WHISPERPOWER STATION 2 CYLINDER 9.5 KWATT 230V - 50HZ, 24VDC
Article number Description Code 

SYSTEM BREAKDOWN

Integrated cooling radiator

Integrated exhaust

OPTIONAL

Cooling radiator WPC Inverter / charger 
3.5kVA / 90A

GEL battery & 
Lithium ION battery

DC Distribution

Stainless Steel 
enclosure

Genverter Diesel 
Generator 3.6kVA

Exhaust (mobile/land 
versions only)

Starter battery 12V

BASIC PRINCIPLE 
OF OUR ALL-IN-ONE
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WhisperPower All-in-One 
power stations for vehicles 

WHISPERPOWER STATION 1 CYLINDER 24V 80A (48V 40A)
Article number Description Code 

SYSTEM BREAKDOWN

3-stage charge characteristic (programmable)

Integrated cooling radiator 

STANDARD

OPTIONAL

WHISPERPOWER STATION 2 CYLINDER 24V 300A (48V 160A)
Article number Description Code 

SYSTEM BREAKDOWN

3-stage charge characteristic (programmable)

2200rpm (programmable)

Integrated cooling radiator 

STANDARD

OPTIONAL

WHISPERPOWER STATION 2 CYLINDER 24V 150A (48V 80A)
Article number Description Code 

SYSTEM BREAKDOWN

3-stage charge characteristic (programmable)

2200rpm  (programmable)

Integrated cooling radiator 

STANDARD

OPTIONAL
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Genverter / programmable speed generators - diesel

W-GV 4, with internal 
or external radiator 

W-GV8 Basic

Remotepanel

W-GV SERIES • 1 CYLINDER GENVERTER RANGE 

Article number Definition Code 
41002020 W-GV 4 Basic 230V / 3.8kVA - PM Technology*) Speed   range 2500 -3400 rpm E

41002000 W-GV 4 Basic 230V / 3.8kVA - PM Technology**) Speed   range 2500 -3400 rpm E

ACCESSORIES & OPTIONS

40201315 Radiator kit (External radiator for art. nr. 41002020 and art. nr. 49002020) H

40201325 Dry exhaust kit (1”) H

40230205 Fuel Kit U

40290060 12V / 55Ah AGM starter battery K

40222204 WPL-10W40 General, Motor oil, 4 litre V

*) Suitable for external radiator **) Radiator built-in

W-GV SERIES • 2 & 3 CYLINDER GENVERTER RANGE 

Article number Definition Code 
41005020 W-GV 8 Basic 2 Cyl. 230V / 6kW / 50HZ - PM Technology E

41005025 W-GV 8 Basic 2 Cyl. 120V / 6kW / 60HZ - PM Technology***) E

41009020 W-GV 10 Basic 3 Cyl. 230V / 8kW / 50HZ - PM Technology E

41009025 W-GV 10 Basic 3 Cyl. 120V / 8kW / 60HZ - PM Technology***) E

41007020 W-GV 12 Basic 3 Cyl. 230V / 10kW / 50HZ - PM Technology E

41007025 W-GV 12 Basic 3 Cyl. 120V / 10kW / 60HZ - PM Technology***) E

ACCESSORIES & OPTIONS

40230670 TopCoolRadiator H

40201879 Kit radiator cooling motor H

40201325 Dry exhaust kit (1”) H

40230205 Fuel Kit U

40290061 12V / 80Ah AGM starter battery K

40222204 WPL-10W40 General, Motor oil, 4 litre V

40222214 WPL Coolant G12, Coolant, 4 litre V

***) Available late 2015

TopCool, for 
W-GV 8, 10, 12

W-GV 7i - Hybrid generator system

Genverter range

W-GV 7i GENVERTER HYBRID GENERATOR VARIABLE SPEED • COMBINED AC/DC SYSTEM
Article number Definition Code 
41004200 W-GV 7i 230V / 3.8kVA + 2.0kVA 12V Power Centre - PM Technology E

41004400 W-GV 7i 230V / 3.8kVA + 3.5kVA 24V Power Centre - PM Technology E

60201050 WPC-PSCP Power System Control Panel, standard for the W-GV 7i N

60201082 WPC-BSI 500 Battery Status Interface N

60201084 WPC-RS232 Data Logger Module N

60201086 WPC-BTS Battery Temperature Sensor N

REMOTE CONTROL FOR GENVERTER

40209102 Additional 2nd panel: DDC panel/slave version for second start/stop location V

ACCESSORIES & OPTIONS

40201325 Dry exhaust kit (1”) H

40230205 Fuel Kit U

40290060 12V / 55Ah AGM starter battery K

40222204 WPL-10W40 General, Motor oil, 4 litre V

PROGRAMMABLE SPEED GENVERTER • DC SYSTEMS 

Article number Definition Code 
41001120 W-GV/2K* - 2 cylinder, 6kW max. ( 1 DC PowerCube) E

41001320 W-GV/3K* - 3 cylinder, 8kW max. ( 2 DC PowerCube’s) E

60202002 DC PowerCube 24/150 - 150A main output incl. 2. outputs 12V / 20A P

60202003 DC PowerCube 48/80 - 80A main output incl. 2. outputs 12V / 20A P

ACCESSOIRES & OPTIES

40230671 TOP-COOL Radiator U

40201325 Dry exhaust kit (1”) H

40230205 Fuel Kit U

40290061 12V / 80Ah AGM starter battery K

40222204 WPL-10W40 General, Motor oil, 4 litre V

40222214 WPL Coolant G12, Coolant, 4 litre V

*) Based on Kubota engine - also available with Mitsubishi engine 
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W-SQ 12 DIESEL GENERATOR 1500 / 1800 RPM SUPER QUIET SERIE

Article number Definition Code 
W-SQ 12 G

3-phase 3 x 230/400V output Optional G

REMOTE CONTROL FOR WHISPER GENERATOR
nd panel V

ACCESSORIES & OPTIONS

Kit radiator cooling motor (side or underfloor cooling)

Kit radiator cooling generator (side or underfloor cooling)

40201882 V
1/2

Starter battery 100Ah K

W-SQ 16 DIESEL GENERATOR 1500 / 1800 RPM SUPER QUIET SERIE

Article number Definition Code 
41108020 W-SQ 16 G

41108320 3-phase 3 x 230/400V output Optional G

REMOTE CONTROL FOR WHISPER GENERATOR
nd panel V

ACCESSORIES & OPTIONS

40230630

Kit radiator cooling motor (side or underfloor cooling)

40201888 Kit radiator cooling generator (side or underfloor cooling)

40201882
1/2

K

W-SQ 12
W-SQ 16

diesel generators 3000 / 3600 RPM diesel generators 1500 / 1800 RPM 

W-SC 6 DIESEL GENERATOR 3000 / 3600 RPM SUPER COMPACT SERIES

Article number Definition

W-SC 6P

W-SC 6P

REMOTE CONTROL FOR WHISPER GENERATOR
nd panel

ACCESSORIES & OPTIONS

40230626

40201880 Kit radiator cooling motor

40201881 Kit radiator cooling generator

40201326

Starter battery 12V / 80A

combi muffler
on cabin roof

as a heater

Spare part Kit6

generator-watercooled

to fill up radiators

clems

Digital Power 
Management - 

priority Box

Switch to 
operate 
radiator-heater -10w40 general 4l

1st Radiator 
cooling Kit engine 

2nd Radiator cooling Kit 

Stainles
Roof mounting 

chassis for 
exhaust

Ask for our special 
SYSTEM PRICE
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W-SQ 27 DIESEL GENERATOR 1500 / 1800 RPM SUPER QUIET SERIE

Article number Definition Code 
41201320 W-SQ 27 G

REMOTE CONTROL FOR WHISPER GENERATOR
nd panel V

ACCESSORIES & OPTIONS

40230632

K

W-SQ 32 DIESEL GENERATOR 1500 / 1800 RPM SUPER QUIET SERIE

Article number Definition Code 
W-SQ 32 G

REMOTE CONTROL FOR WHISPER GENERATOR
nd panel V

ACCESSORIES & OPTIONS

40230632

K

W-SQ 20 DIESEL GENERATOR 1500 / 1800 RPM SUPER QUIET SERIE

Article number Definition Code 
41101220 W-SQ 20 G

REMOTE CONTROL FOR WHISPER GENERATOR
nd panel V

ACCESSORIES & OPTIONS

40230632

Kit radiator cooling motor

K

for mobile generators
RADIATORS FOR COOLING OF THE MOTOR AND ALTERNATOR

Article number Definition Code 
40201880 V

40201881

KIT RADIATOR COOLING - SIDE MOUNTING

Article number Definition Code 

40201864 Kit radiator cooling motor for the W-GV 10 and W-GV 12

Kit radiator cooling motor for the W-SQ 12 and W-SQ 16

Kit radiator cooling generator for the W-SQ 12

40201888 Kit radiator cooling generator for the W-SQ 16

Kit radiator cooling motor for the W-SQ 20

Single / three phase generator
Single / three phase generator

Side mounted
radiator
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WPL WHISPER POWER LUBRICANTS & LIQUIDS

Article number Definition Code 
40222214 V

40222201 V

40222204 V

40222224 V

CALORIFIER KIT - HOT WATER FROM THE GENERATOR

Article number Definition Code 
D

D

FUEL FILTERS

Article number Definition Code 
V

40206122 V

V

OIL FILTERS

Article number Definition Code 
V

40203121 V

40206121 V

40208121 V

V-BELTS

Article number Definition Code 
V

V-belt SQ8/10/12 V

V-belt SQ16 V

V

AIR FILTERS

Article number Definition Code 
V

Air filter SQ-series V

Air filter Mobile V

COOLANT PUMPS

Article number Definition Code 
40201240 V

V

V

V

V

U

FUEL LIFT PUMP

Article number Definition Code 
40230410 U

CAPACITOR KITS

Article number Definition Code 
U

U

U

U

U

U

U

U

U

CANOPY LATCHES

Article number Definition Code 
V

V

V

V

V

WHISPERPOWER TOP-COOL RADIATOR FOR ROOF INSTALLATION

Article number Definition Code 
40230626

40230630

40230631

40230632

DRY EXHAUST KIT

Article number Definition Code 
40201326

40201320
1/2

system - roof mounted

Ask for our SparePartCatalogue
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DC BELT POWER - FOR ALTERNATORS - 12 AND 24V 

Article number Definition Code 
WP-DC Beltpower I

60212131 WP-DC Beltpower 12V / 130A Alternator, I

60212161 WP-DC Beltpower 12V / 160A Alternator, I

WP-DC Beltpower I

60224111 WP-DC Beltpower 24V / 110A Alternator, I

WP-DC Beltpower I

DC BELTPOWER IS AVAILABLE WITH THE FOLLOWING PULLEYS

Article number Definition Code 
60212001 Pulley Double V /8 I

60212006 /8 I

60212002 /8 I

Pulley Double V /8 I

AC BELTPOWER - 230V GENERATOR SYSTEM - BELT DRIVE 

Article number Definition Code 
41301000 WP-AC BELTPOWER 3.5 32A starting current I

41302000 WP-AC BELTPOWER 5.0 40A starting current I

REMOTE CONTROL PANEL I

41301030 Remote control panel I

ACCESSORIES I

41301020 Shielded power supply cable I

41301021 Shielded power supply cable 8 m I

41301022 Shielded power supply cable 10 m I

I

41301026 10 m I

STANDARD PULLEYS AND PULLEYS TO CLIENT SPECIFICATION I

Pulley poly 6 groove Ø 60 mm (recommended) I

Pulley poly 6 groove I

I

Pulley poly 6 groove Ø 200 mm IACR CHARGE REGULATOR, BOSCH

Article number Definition Code 
I

I

Pulley

 alternator mount on the main engine

supplied with temperature

Ch
ar

ge
 v

ol
ta

ge

Time

Bulk          Absorption                      Float

3-step 
charge 
process

4
6
12
16

+ –

(direct driven by engine, 
also during driving)

BeltPower 

on batteries 

min. 7kW

3.5kW

Remote Panel for 

Land
Input
Limiter (A)

24V
service battery

optional PowerCentre

M
O

U
N

TING BRACKETS AVAILABLE

M
OU

NTIN
G BRACKETS AVAILABLE!
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SINE WAVE INVERTER - SWITCHED MODE ORANGE LABEL

Article number Definition Code 
WP-Sine 12V / 400VA O

WP-Sine 12V / 1000VA O

WP-Sine 12V / 2000VA O

O

WP-Sine 24V / 1000VA O

WP-Sine 24V / 2000VA O

O

WP COMBI SUPREME SWITCHED MODE

Article number Definition Code 
61121040  Supreme 12V / 1000 - 40A O

 Supreme O

SINE WAVE INVERTER / CHARGER COMBINATIONS WP-COMBI SERIES LOW FREQUENCY TECHNOLOGY 

Article number Definition Code 
61112280 P

61124360 P

61148330 P

up to 2kW - light weight

- system applications

> 2kW

- light weight

- transformer based

WHISPERPOWERCENTRE WPC SYSTEM COMBI DUAL AC INPUT, DUAL AC OUTPUT

Article number Definition Code 
60201301 R

60201001 R

60201302 R

60201002 R

60201006 R

R

60201008 R

ACCESSORIES

60201080 P

P

60201082 P

R

SINE WAVE INVERTERS - HEAVY DUTY CLASS  Available Q3-2014

Article number Definition Code 
60203004 L

60203008 L

L

L

 Supreme Series

sensor included

RS232

Interface

in out

Touchscreen

WhisperTouch 
touchscreen panels
- 4 inch

- Battery monitoring
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battery chargers - light weight battery chargers

12V

DC POWERCUBE CHARGER / POWER SUPPLY/ WITH GENERATOR AND LAND INPUT

Article number Definition Code 
60202002 P

60202003 P

AGM POWER - 12 VOLT BATTERIES - MAINTENANCE FREE HEAVY-DUTY BATTERIES (C10)

Article number Type Dimensions (l x w x h) Weight Code 
K

12V / 80Ah deep cycle AGM battery K

12V / 100Ah deep cycle AGM battery K

K

12V / 200Ah deep cycle AGM battery K

12V / 260Ah deep cycle AGM battery K

Remote panel included

Article number Definition Code 
61112002 12V / 2A O

61112003 12V / 2A O

61124006 24V / 6A O

O

61112008 O

O

61112016 O

ACCESSORIES & OPTIONS

(Supplied as standard) O

(Supplied as standard) O

WHISPERPOWER CHARGER - WP-SUPREME SERIE 3-STEP CHARGING METHOD ORANGE LABEL

Article number Definition Code 
61112302 WP-Supreme 12/20 - 3 outputs O

61112304 WP-Supreme 12/40 - 3 outputs O

61112306 WP-Supreme 12/60 - 3 outputs O

61124303 WP-Supreme 24/30 - 3 outputs O

61148002 WP-Supreme 48/20 - 1 output  NEW! O

61112301 O

battery chargers - light weight

battery chargers

WP-Supreme
battery chargers

 AGM batteries

Coming up: 
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12V

 2V/ OPzV

- LiFePO4
LI-ION BATTERIES - TECHNOLOGY: LiFePO4 (LITHIUM ION IRON PHOSPHATE) - 12V SYSTEMS

Article number Type Weight Code 
M

M

M

M

M

LI-ION BATTERIES - TECHNOLOGY: LiFePO4 (LITHIUM ION IRON PHOSPHATE) - 24V SYSTEMS

Article number Type Weight Code 
M

M

M

M

264 g M
GEL POWER - 12 VOLT BATTERIES (C20)

Article number Type Dimensions (l x w x h) Weight Code 
K

K

K

K

BATTERY POLE

Article number Definition Code 
V

V

ACCESSORIES FOR LITHIUM ION BATTERIES

Article number Definition Code 
Bi-stable relay for tripping on voltage / deep discharge 12V M

Bi-stable relay for tripping on voltage / deep discharge 24V M

Bi-stable relay for tripping on voltage / deep discharge 48V M

LI-ION DC DISTRIBUTION BOX (OVER & UNDER CHARGE PROTECTION)

Article number Definition Code 
M

M

M

M

M

M

M

M

M

M

including Bi-stable relay

BMS included, fitted inside battery cabinet

battery in Dental Service 
Vehicle

GEL POWER - 2 VOLT CELLEN OPZV (C10)

Artikelnummer Omschrĳving Afmetingen (l x w x h) Gewicht Code 

 / 1000Ah
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Battery monitors
WBM WHISPERPOWER BATTERY CONSUMPTION METERS

Article number Definition Code 
WBM-Basic P

P

P

ACCESSORIES

P

P

P

P

P

P

P

P

P

P

WBM

shunt

controllers

 Polycristallyne

Monocristallyne

SOLAR CHARGE REGULATOR

Article number Definition Code 
60110420 Q

60110421 Q

60201080 P

60201082 P

WHISPERSOLAR POLY

Article number Definition Code 
60110401 Q

Q

60110406 Q

WHISPERSOLAR MONO

Article number Definition Code 
60110402  NEW! Q

60110403  NEW! Q

60110400 Q

Solar Modules/ PolySolar modules/ mono

 60 

 5,5 

 3
3 

 M
8(2x) 

 4
5 

 3
4 

 1
6,

70
 

 87 

 64  72 

 78,5 

 60 

 51 

Sizes:
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WHISPERPOWER EARTH LEAKAGE PROTECTION 1 - PHASE   

Article number Definition Code 
16A / 230V-1ph-3 wire P

P

P

16A / 230V-1ph-3 wire P

WHISPERPOWER EARTH LEAKAGE PROTECTION 3 - PHASE  

Article number Definition Code 
P

P

P

POWER DISTRIBUTION GENERATOR/LAND OR INVERTER/LAND  

Article number Definition Code 
2x in, 1x out P

2x in, 1x out P

2x in, 1x out P

2x in, 1x out P

POWER DISTRIBUTION GENERATOR/LAND/INVERTER INPUTS  

Article number Definition Code 
3x in, 3x out P

3x in, 3x out P

3x in, 3x out P

COMPACTE AND ROBUSTE TRANSFORMER TECHNOLOGY INCL. SOFTSTART

Article number Definition Code 
60110100 WP-GI 3600, Galvanic Isolation Transformator 3600VA, 16A in 120-230V, out 120-230V P

60110300 in 120-230V, out 120-230V P

16A / 230V-1ph-3wire, 30mA P

P

WP-GI
Isolation transformer

WHISPERPOWER VEHICLE AC POWER INLETS + CABLES  

Article number Definition Code 
Storage bag included P

Storage bag included P

Storage bag included P

Storage bag included P

WP-Inlet 16A, polyamide plastic, with cover P

WP-Inlet 16A, Stainless steel, with cover P

WP-Inlet 32A, Stainless steel with cover P

P

P

P



WBI
Whisper Power Battery Isolator
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System Components
WHISPERPOWER COMPACT BATTERY SWITCHES, 300A, 600A 12, 24V

Article number Definition Code 
P

P

P

P

P

P

WHISPERPOWER HEAVY-DUTY BATTERY SWITCHES, 300A, 600A 12, 24V

Article number Definition Code 
P

P

P

P

 busbar, 300A P

WHISPERPOWER REMOTE BATTERY SWITCH, BISTABEL (NO DC CURRENT DRAIN)

Article number Definition Code 
P

P

WBI-SERIES WHISPER POWER BATTERY ISOLATOR - WITHOUT VOLTAGE DROP 

Article number Definition Code 
P

P

WBL - BATTERY LINK 

Article number Definition Code 
60110120 P

60110160  NEW! P

WBL-VG AUTOMATIC DC SWITCH OFF RELAY

Article number Definition Code 
60110200 WVG Whisper Voltage Guard - for 12V or 24V, 200A P

Battery Switch

MC SERIES - CONVERTERS ‘NON ISOLATED’ (COMMON GROUND 

Article number Definition Code 
60110010 24V à 12V, 8A P

60110016 24V à 12V, 12A P

60110011 24V à 12V, 20A P

60110012 24V à 12V, 30A P

12V à 24V, 10A P

60201023   NEW! P

60110014   NEW! P

  NEW! P

MG SERIES - CONVERTERS ‘ISOLATED’ (GALVANIC ISOLATION

Article number Definition Code 
60110020 MG 24/12-16-i 24V à 12V - 16A P

60110021 MG 24/12-30-i 24V à 12V - 30A P

60110023 MG 48/12-30-i 48V à 12V - 30A P

60110024 MG 48/12-08-i 48V à 12V - 8A P

P

8 - 12A

16 - 30A



System examples

Retail 
concept
Our ORANGE labeled products are 
also ideal for retrofit and after 
markets. Our retail concept includes 
an attractive shop rack with  
product descriptions and logo.

3x WPC PowerCentre

+2
4 V

DC
  

AC

400VAC

Generator and 3x WPC
PowerCentre

 

WhisperPower W-SQ27 Mobile Generator

230VAC

High power, hybrid power system 

All-in-One diagram (

sh
un
t

PSCP 
Power system 
control panel

Remote comm.

WPC PowerCentre 
24VDC-3500Watt / 90A

Genverter connect 
25A / 230V 

art.50214661

230 VAC Input 1

+
12

 V
DC

+
24

 V
DC

AGM starter battery 
12V-55Ah 

art. 40290060

Utility
connection 230 VAC Input 2

230 VAC Output 1

230 VAC Output 2

For example:
2 pcs. GEL batteries 
Capacity 24V / 225Ah

Combined output
230V-50Hz

7kW
Main switch

300A
Art. 50214701

Battery Status Interface 
BSI 500 

Art. 60201082

16A / 230V 
art.50214660

Out 1

Land connect 
16A / 230V 

art.50214660

12
 V

DC
 –

 7
A

Silent / Inverter
output

230V-50Hz

3.5kW 230VAC

AC 
Distribution

AC 
Distribution Out 2

- Variable speed generator, diesel with
 permanent magnet technology (PM)
- Power 3.6kVA clean sine wave 230V-50Hz
- Automatic start/stop function on % state  
 of charge (S.O.C.) of the battery pack
- Art. nr. 41004400

Voltage guard
Max. 150A
continuous

+2
4
V
D
C

+2
4
V
D
C

+12 VDC

sh
un
t

+2
4
V
D
C

+2
4
V
D
C

WhisperPower Genverter
- 2-cylinder diesel engine
- Permanent Magneet alternator
- Mobile version, radiator cooled

Land power
- Input voltage 90-265VAC
- Input frequency 45-65Hz

24V GEL Battery bank
4 pieces type 12V-225Ah GEL batteries

Capacity 450Ah @ 24VDC (example)

DC PowerCube
24VDC-150A

AC PowerCube
7000W - 24VDC

230VAC
distribution

12VDC
distribution

(optional)

24VDC
distribution

24VDC
distribution

230VAC 
7kW, 14kW peak

Fuse 350A

Fuse 500A

Fuse 150A

WBM Battery
Monitor ProDC main switch

230VAC-50Hz

90-265VAC

3-phase input, L1, L2 and L3 (150-400VAC)

DC-DC converter
24V-12V-8A

Mobile hybrid power system 
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Long-term peace of mind

When purchasing our products and systems, 
you always have the certainty of a dedicated 
WhisperPower WarrantyPlan. This plan covers as 
standard the costs of repairs and/or replacement 
of defective parts when products are used in 
‘normal’ circumstances. The conditions for the 
WhisperPower WarrantyPlan are specific to the 
product and the use thereof in your system. The 
standard warranty term for equipment is two 
years. With an authorised system installations 
maintenance contract, the warranty term is 
extended to five years. 

With sales in over 50 countries we 
make sure our distributors, dealers 
and installers serve you well;

All our efforts are aiming to 
reduce unnecessary downtime.

Mobile mobile autonomous/land

Delivered anywhere, at any time 

WhisperPower’s service and support goes way beyond production and sales. We remain responsible for our prod-
ucts, systems and accessories, providing all necessary service and support before, during and after your purchase.  
This ranges from system recommendations and installation to first class service for maintenance and repairs.

Bespoke system advice
Our engineers and advisors have a wealth 
of experience in the development and 
realisation of electrical power systems and 
are always available to help you plan your 

designers will ensure the ideal set-up and a 
system with optimal efficiency, even when 
combining your generator system with fuel 

Global sales & distribution network

Our international brand is locally 
represented by companies including 

electrical and mechanical contractors and 

specialists and professionals are available 
for servicing mobile, Mobile or domestic 

Commissioning and system set-up

commisioning of your power system as soon 

This ensures that your system is installed in 
accordance with the right guidelines and 

Our starting point: On-site service

provide you with service and technical 

Where possible they will help you on site, 

24/7 Hotline for Service & Support
Our technical service is available in case of 

where possible, or put you in contact with 

Periodical training: Up-to-date expertise

training courses we ensure our specialists 
have the latest information on installations 
and applications as well as our product 

WhisperPower offers more than product 

Minimal downtime during repairs
If necessary, WhisperPower will carry out 
repairs or maintenance of our products at 

be provided with a replacement solution to 

Up-to-date product specifications
Detailed specifications of the 
WhisperPower products are available on 

As we are continuously improving our 

414 0 Mobile
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